
SPECTRO LUBRICANT TECHNICAL DATA
Golden 4 ATV/Snowmobile Lubricant

Description
Spectro Golden 4 semi-synthetic ATV/Snowmobile is the ultimate
motor lubricant formulated specifically for use in high 
performance ATV and snowmobile engines.  It incorporates a
blend of diester/PAO synthetics and petroleum base oils with the 
most advanced ZDDP additive technology available in the
highest treat rate possible.

Meets all known OEM warranty requirements.

Application
Spectro Golden 4 Semi-Synthetic Oil is formulated specifically for
use in all racing and high performance/off road ATV applications
and is perfect for winter use.

For Racing Use
Golden 4  Semi-Synthetic ATV/Snowmobile  Oil should be used at
the manufacturers’ recommended change intervals.  Otherwise,
adhere to the “change frequently” rule.  No special steps need to
be taken when switching to a semi-synthetic.

Typical Inspections 0w30 5w40
Kinematic Viscosity @ 100° C cST      11 15.4
Kinematic Viscosity @ 40° C cST 83 88.6
Flash Point, °C 192          254
Pourpoint, °C -40 -28

Code Description Weight
L.GS4540ATV 12/1 Liter  Bottles 26 Lbs.
L.GS4030ATV 12/1 Liter  Bottles 26 Lbs.• EXCEPTIONALLY HIGH ANTI-WEAR ADDITIVE  

TREATMENT REDUCES WEAR.
• EXTENDS ENGINE AND TRANSMISSION COMPO-

NENT LIFE IN ALL FOUR CYCLE ATV’S AND 
SNOWMOBILES.

• TREMENDOUS LUBRICATION PROTECTION IN 
EXTREME HEAT AND COLD CONDITIONS.
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