
 
 

TUNDRA R 

SEMI-SYNTHETIC, ESTER-BASED 2-STROKE ENGINE OIL 

DESCRIPTION: 

Semi-synthetic, ester-based 2-stroke engine oil designed to ensure optimum protection and performance for 

snowmobiles in severe race conditions. Ultra clean burning, smokeless formulation utilizes surface-active 

esters and anti-wear additives to ensure optimal anti-scuff protection at even the most extreme low 

temperatures. Advanced, ash-free additive system keeps your engine running clean and free of gum 

formation, corrosion and deposits. Exceeds JASO FD / ISO-L-EGD / API TC specifications. 

FEATURES & BENEFITS: 

▪ Optimum hardware protection for even the most aggressive riders 

▪ Maximum performance and protection at extreme low temperatures 

▪ Innovative formulation enables maximum power output 

▪ Ash-free additive system prevents ring stick, corrosion, deposits and wear 

▪ Exceeds JASO FD / ISO-L-EGD / API TC specifications 
 

APPLICATIONS: 

For all 2-stroke gasoline snowmobile engines. Can be used as premix or in oil injection system. Safe for use at 

any OEM-recommended ratio. 

 

TECHNICAL DATA 

SPECIFICATION TEST METHOD RESULT 

APPEARANCE VISUAL Red 

VISCOSITY @ 40°C (cSt) D445 51.7 

VISCOSITY @ 100°C (cSt) D445 8.1 

FLASH POINT (°C) D92 190 

POUR POINT (°C) D97 -48 

DENSITY @ 15 °C (g/ml) D4052 0.880 

 


